STAFFA BASE | STANDARD BRACKET

Finitura | Finishes Ottica | Optic @ Codice | Code
@ \emiciato Corten | Corten Painted 12° P136 C172 39500-W-12-L0
@ \Verniciato Corten | Corten Painted 30° P137 (173 39500-W-30-L0
@ \emiciato Nero | Black Painted 12° P136 C172 39501-W-12-L0
8 \ericiato Nero | Black Painted 30° P137 C173 39501-W-30-L0
CJ Rame Naturale | Natural Copper 12° P1306 C1772 35473-W-12-L0O
Rame Naturale | Natural Copper 30° P137 C173 35473-W-30-L0
W

Finitura | Finishes Ottica | Optic Codice | Code
@ Verniciato Corten | Corten Painted 12° P136 C172 39500-W-12-HI
@ Verniciato Corten | Corten Painted 30° P137 C173 39500-W-30-HI
8 \emiciato Nero | Black Painted 12° P136 C172 39501-W-12-HI
@ \erniciato Nero | Black Painted 30° MET C173 39501-W-30-HlI
) Rame Naturale | Natural Copper 12° P136 C172 35473-W-12-HI
) Rame Naturale | Natural Copper 30° P137 HE 39473-W-30-HlI
Fissaggio | Fixing Codice | Code
Picchetto | Spike 35564
ASTA A PICCHETTO | ROD SPIKE

W

Finitura | Finishes Ottica | Optic Codice | Code
@ Verniciato Corten | Corten Painted 12° P136 C172 39560-W-12-L0
@ Vemiciato Corten | Corten Painted 30° P137 2173 39560-W-30-L0
@ \emiciato Nero | Black Painted 12° P136 C172 39561-W-12-L0
@ \emiciato Nero | Black Painted 30° P137 C173 39561-W-30-L0
) Rame Naturale | Natural Copper 12° P1306 C1772 39562-W-12-L0O
) Rame Naturale | Natural Copper 30° P137 C173 39562-W-30-L0
Fissaggio | Fixing Codice | Code
Picchetto con asta | Rod Spike 39565

Vedi Alimentatori (pagina 98)

See the LED Drivers (page 98)

DISPONIBILE SU RICHIESTA | AVAILABLE UPON REQUEST

Finitura Colore luce CRI Dimmerazione

Finishing Color Temperature Dimmeration

RA
RAL o CPALD (CPUSHED | 1..10V

NOVITA" 2017 89



