Code composition: type + colour + optics

Gypsum_QC1 | Downlights | 1 x powerLED 1,5 W 500 mA
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Gypsum_QC2 | Downlights | arrayLED 7,5 W 200 mA
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Gypsum_QC2 | Downlights | 1xGU10
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type colour optics

White | CRI80 64500 3000 K 144 Im w 60° 60

4000 K 180 Im N

Suggested electronics Suggested accessories
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99195 99128 99114 99115 60830
ON/OFF ON/OFF 1-10V/PUSH 1-10V, DALI Shim
1-2 art. 3-6 art. 1-12 art. 1-12 art.
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type colour optics

White CRI80 60990 3000 K 1117 1Im ')} 70° 70
4000 K 11583 Im N

Suggested electronics Suggested accessories

62423 62431 62432 60830 60840

ON/OFF 1-10V/PUSH DALI/PUSH Shim Glass *
1 art. 1 art. 1 art.
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* The accessory glass 60840 cannot be installed
on wall mounted Gypsum
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P40 [IP20] | m

type source optics

White 61210 1xGU10 35W Max variable

Suggested accessories
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60830 60840

Shim Glass *

* The accessory glass 60840 cannot be installed
on wall mounted Gypsum

ARCHITECTURAL LIGHTING 1.0



