Code composition: type + colour + optics

Rada_R1 | Downlights | topLED 8W 220 mA
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Rada_R2 | Downlights | topLED 12W 350 mA
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Rada_R3 | Downlights | topLED 18W 500
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Rada_R4 | Downlights | topLED 25W 720
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type colour

White CRI80 91992 2700 K 955 Im M

CRIS0 91993 3000 K 1022Im W
4000 K 1070 Im N

Suggested electronics

31 % 28 o8
149 210 210
>37 48 “48

99368 99116 99131
ON/OFF 1-10V/PUSH DALI/PUSH
1 art. 1 art. 1 art.
S| @ oo )X

type colour
whitt | CRI80 91996 2700 K 1642Im M
CRI80 91997 3000 K 1680Im W

4000 K 1795Im N

Suggested electronics

31 % 28 o8
210 210
L ¢ 47 “48 48

IP40

optics
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diffused 00

IP40
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optics

diffused 00

IP40

optics
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diffused 00

99260 99262 99163
ON/OFF 1-10V/PUSH DALI/PUSH
1 art. 1 art. 1 art.
=] @ oo X

type colour
White | CRI80 92000 2700 K  2462Im M
CRI80 92001 3000K  2520Im W

4000 K 2693 Im N

Suggested electronics

28 28

210 210

“48 “48

99162 99262 99163
ON/OFF 1-10V/PUSH DALI/PUSH
1 art. 1 art. 1 art.
D cC. X rad | (4N

type colour optics
White | CRIS0 92004 2700 K 3283Im M diffused 00
CRI80 92005 3000 K 3360Im W

4000 K 3590m N

Suggested electronics

210
~48
99112 99188 99330
ON/OFF 1-10V, DALI DALI/PUSH
1 art. PUSH 1 art.
1 art.
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