Code composition: type + colour + optics

Rada_RO3 | Downlights | topLED 18W 500 mA
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Rada_RO4 | Downlights | topLED 25W 720 mA
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Rada_Q1 | Downlights | topLED 12W 350 mA
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Rada_Q2 | Downlights | topLED 23W 630 mA

/3

:.
v g
]
i |
1
ol
=
-

208

202x62

352x62

0 (

I

321

224

303

) 253
M
D

ﬂ

350
45| E = '% ,
362

D @ GG ;ZE P40 llr__ m

type colour optics
white | CRI80 91998 0700 K 24621m M diffused 00
CRI80 91999 3000 K 25201m W

4000 K 2693Im N

Suggested electronics

28| 28

210 210

48 48

99260 99262 99163
ON/OFF 1-10V/PUSH DALI/PUSH
1 art. 1 art. 1 art.
Ol @ cc. 2 o | o)

type colour optics
White CRI 80 92002 2700 K 3283 Im M diffused 00
CRI80 92003 3000K 3360Im W

4000 K 3590 Im N

Suggested electronics

210

48

99112 99188 99330
ON/OFF 1-10V, DAL DALI/PUSH
1 art. PUSH 1 art.
1 art.
D C.C. ;Xé P40 :l_ m

type colour optics
White CRI80 92432 2700 K 1706 Im M diffused 00
CRI80 92433 3000K 1829Im W

4000 K 1915 Im N

Suggested electronics

28 28

210 210

“48 “48

99260 99262 99163
ON/OFF 1-10V/PUSH DALI/PUSH
1 art. 1 art. 1 art.
D ce. X fpao] 17 o\

type colour optics
white | CRI80 92434 2700 K 2866Im M difused 00
CRI80 92435 3000 K 3067Im W

4000 K 3211Im N

Suggested electronics

28|

210 210

48 48

99261 99262 99163
ON/OFF 1-10V/PUSH DALI/PUSH
1 art. 1 art. 1 art.

ARCHITECTURAL LIGHTING 1.0



