Code composition: type + colour + optics

Fylo+ Surface_4 | Angolare light body
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All modules must be completed with
light units and driver.

E See bottom page.

* By selecting the "Custom” code you can order the desired length profile from
a minimum of 10 cm to a maximum of 1,9 m.
For example, to request 1.3 m of Fylo+ you can order 1.3 x 65059.

Fylo+ | Light units - Inflex | TopLED 7W
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LED bars section

-or a total amount under a 500 mm multiple, it is possible to
cut with a hacksaw the LED bar in sizes multiples of 100 mm,
making sure to position the blade at the point shown in the
figure. Incorrect sizing affects the operation of the bar.

Fylo+ | Light units-LED Strips
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type L mm

White 1000 65024
White 2000 65025
White custom 65059*

Suggested accessories
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65054 65055 62900
Opal Opal Recessed
Diffuser Diffusers outer-casing
L1000 mm L1000 mm
1pcC SPCS
C.V. ;Xé P20 m
type colour optics

Master+Slave CRI80 65050W L 2x500mm 3000 K 2x650 Im 2 pcs diffused

Slave CRI80 65052W [ 2x500 mm 3000 K 2x650Im 2 pcs diffused

Slave CRI80 65051W L 10x500 mm 3000 K 10x650 Im 10 pcs diffused

Suggested electronics
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43 45 63 60

62870 62880 62890 09332

ON/OFF ON/OFF ON/OFF 1-10V

2.5 mt 4 mt 10 mt 10 mt
DALI/1-10V PUSH
Controller Controller
10 mt 10 mt

type

p 598 Ribbon

P (596 Dropper

Suggested electronics
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62870 62880 62890 99332

ON/OFF ON/OFF ON/OFF 1-10V

DALI/1-10V PUSH
Controller Controller
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