Code composition: type + colour + optic

Dimming ﬂ J_ o
Iris_T-1 | Track luminaires | 190-250 V | arrayLED 13 W 350 mA ~d |1y T & [P m
type colour optic
= White CRI95 97502 2700 K 1069 Im M 8°-560° 85
CRI95 97503 3000 K 1146 Im W
CRI95 97504 4000 K 1234 Im N
115
White CRI 80 97327 2700 K 1421 Im M 8°-60° 85
CRI80 97328 3000 K 1520 Im W
CRI80 97329 4000 K 1520 Im N
Dimming rn‘ _L il .
Iris_ T-2 | Track luminaires | 180-300 V | arrayLED 20 W 580 mA ~d |1y T = [P Q
type colour optic
£o White CRI95 97505 2700 K 1689 Im M 8°-60° 85
N, CRI95 97506 3000K 1806Im W
= |57
CRIO5 97507 4000K  1944Im N
: ) % 156
-;l 12% White | CRI80 97330 2700K  2238Im M 8°-50° 85
- CRI80 97331 3000 K  2396Im W
CRI80 97332 4000 K 2572 Im N
Dimming rﬁi}‘ J_ PR .
Iris_T-3 | Track luminaires | 180-300 V | arrayLED 30 W 840 mA ] = = [P® m
type colour optic
5 e White | CRI95 97508 2700 K  2651Im M 8°-50° 85
b5 57 ﬁ CRI95 97509 3000K 2839Im W
CRI95 97510 4000 K 3261 Im N
) e 156
S ,
T White CRI80 97333 2700 K 3670 Im M 8°-50° 85
" CRI80 97334 3000 K 3945 Im '\'}
CRI80 97335 4000 K 3945 Im N
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